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文件變更經歷表 

項次 日期 變更理由/內容 承辦 

0 2015/6/01 新發行 Leon 

1 2020/08/27 修改郵遞區號235603 David 

機種：FM-218LLF 



Approved by : Checked by : 

Mechanical Dimensions： 

UNITS : mm[Inches] TOLERANCES  xx.x0±0.35[0.014] / 0.xx±0.15[0.006] 
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TITLE: Mechanical  Outline 

PART NO: FM-218LLF 

RECOMMENDED 
  PAD  LAYOUT 

DIP Pad Dimensions：
( TOP VIEW ) 
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TITLE: Electrical 

PART NO: FM-218LLF 

Electrical Characteristics ： 

10/100 BASE-T DIP SINGLE PORT LAN TRANSFORMER  
 

OPERATING TEMPERATURE: -0℃～+70℃ 
STORAGE TEMPERATURE: -20℃～+85℃ 
 

ELECTRICAL SPECIFICATIONS @ 25℃ 
 

TURN RATIO (± 5%) : 1CT:1CT(TX) / 1CT:1CT(RX)  
 

OPEN CIRCUIT INDUCTANCE : 350uH MIN @100KHz,100mV,8 mA DC BIAS  
 

INSERTION LOSS (TX/RX) : -1.0dB max (1-100MHz ) 
  

RETURN LOSS (TX/RX) : -16dB min(1-30MHz)  
                                    -12dB min(60MHz) 
                                    -10dB min(80MHz) 
 

COMMON MODE REJECTION (TX/RX) : -45dB min(1-30MHz ) 
                                                        -40dB min(60MHz) 
                                                        -35dB min(80-100MHz)  
 

CROSS TALK : -42dB min(1-30MHz) 
                     -40dB min(60MHz) 
                     -38dB min(80-100MHz)  
 

DC Resistance : 1.0Ω Max. 
  
ISOLATION(PRIMARY/SECONDARY) : 1500 Vrms 
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Circuit Schematic： 
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TITLE: Electrical 

PART NO: FM-218LLF 
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Soldering-wave Profile： 
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TITLE: 

PART NO: FM-218LLF 

Tube Dimensions： Carton Dimensions： 

Free Lead Temperature 

Package Criterion 

180 

170 

11.5 

530 11.5 

1.UNITS ： MILLIMETER ( mm ) 

2.PACKAGE QUANTITY： TUBE  ＝     25 Pieces 

                                                   BOX    =   3750 Pieces     
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Part Number Legend： 
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TITLE: Part Number Legend 

PART NO: FM-218LLF 

FM-218LLF 

Product Part Number 

Bi-Tek 

Logo 

Pin 1 1501B 

01 Week 

Control Code 

2015 Year 
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